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THIS MSDS COMPLIES WITH 29 CFR 1910.1200 (THE HAZARD COMMUNICATION STANDARD)
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Product Name: BUTYL ACETATE NORMAL 98%

CAS NUMBER: 123~-86~-4
Data Sheet No: 0001002-002
05 89 050 4142345-850 Prepared: 03/04/86
HILL BROS. CHEMICAL CO. Supersedes: 10/12/84
410 CHARCOT AVENUE
SAN JOSE, CA 95131 PRODUCT :
ATTN: RONALD MARLETT INVO

ICE: REQST
%I_EVOICE DATE: 05/04/89

sSECTION :I-PRODUCT ~IDENTIFICATION:-

General or Generic ID: ESTER

DOT Hazard Classification: FLAMMABLE LIQUID (173.115)
ASECT.ION #II—COMRPONENTS: -~

IF PRESENT, TARC, NTP AND OSHA CARCINOGENS AND CHEMICALS SUBJECT TO THE REPORT-
ING REQUIREMENTS OF SARA TITLE III SECTION 213 ARE IDENTIFIED IN THIS SECTION.
SEE DEFINITION PAGE FOR CLARIFICATION

INGREDIENT Z_(by HWT) PEL TLY Note

N- BUTYL ACETATE >98 150 PPM 150 PPM (1
CAS #: 123-86-4%

Notes:

( 1) ACGIH - SHORT TERM EXPOSURE LIMIT (STEL) FOR N-BUTYL ACETATE IS 200 PPM.
: ASECTAON TII~PHYSICAL :DATA -

Boiling Point for PRODUCT 260 00 Deg F

( 126.66 D C)
d 760.00 mmHg
. Vapor Pressure for PRODUCT 13.00 mm H
®  63.00 Deg F 7N\

( 20.00 Deg C)
Specific Vapor Density AIR = 1 4.0
Specific Gravity

Percent Volatiles 100.007
Evaporation Rate (N-BUTYL ACETATE = 1) 1.00
; e ot ESECTITON 4IN=FIREwWAND sEXPLOSION sINFORMATION :
- FLASH POINT(TCC ) 76.0 Deg F ( 24.4 Deg C)
EXPLOSIVE LIMIT {PRODUCT) LOKWER - 3.07

EXTINGUISHING MEDIA: ALCOHOL FOAM OR CARBON DIOXIDE OR DRY CHEMICAL

HAZARDOUS DECOMPOSITION PRODUCTS: MAY FORM TOXIC MATERIALS:, CARBON DIOXIDE AND CARBON MONOXIDE, VARIOUS
HYDROCARBONS, ETC.

FIREFICHTING PROCEDURES: WEAR SELF-CONTAINED BREATHING APPARATUS WITH A FULL FACEPIECE OPERATED IN THE POSITIVE
PRESSURE DEMAND MODE WHEN FIGHTING FIRES.

SPECIAL FIRE & EXPLOSION HAZARDS' VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL ALONG THE GROUND OR MAY BE MOVED BY
VENTIL TION AND IGNITED BY PILOT LIGHTS, OTHER FLAMES, SPARKS, HEATERS, SMOKING, ELECTRIC MOTORS, STATIC
DISCHARGE, OR OTHER IGNITION SOURCES AT LOCATIONS DISTANT FROM MATERIAL HANDLING POINT

NEVER USE WELDING OR CUTTING TORCH ON OR NEAR DRUM (EVEN EMPTY) BECAUSE PRODUCT (EVEN JUST RESIDUE) CAN
IGNITE EXPLOSIVELY.

ALL FIVE GALLON PAILS AND LARGER METAL CONTAINERS INCLUDING TANK CARS AND TANK TRUCKS SHOULD BE GROUNDED
AND/OR BONDED WHEN MATERIAL IS TRANSFERRED.

NFPA CODES: HEALTH- 1 FLAMMABILITY- 3 REACTIVITY- 0
e e e StSE CION AV -=HEAUTH S HAZARD 2DATA -0
PERMISSIBLE EXPOSURE LEVEL 150 PPM
THRESHOLD LIMIT VALUE 150 PPM
. EFFECTS OF ACUTE OVEREXPOSURE: FOR PRODUCT -~
EYES - CAN CAUSE SEVERE IRRITATION, REDNESS, TEARING, BLURRED VISION.
SKIN - PROLONGED OR REPEATED CONTACT C CAUSE MODERATE IRRITATION, DEFATTING, DERMATITIS.
BREATHING - EXCESSIVE INHALATION OF VAPORS N_CAUSE NASAL AND RESPIRATORY IRRITATION, CENTRAL NERVOUS SYSTEM

sg;%ﬁTS INCLUDING DIZZINESS, WEAKNESS, FATIGUE, NAUSEA, HEADACHE AND POSSIBLE UNCONSCIOUSNESS, AND EVEN
SHALLOWING - CAN CAUSE GASTROINTESTINAL IRRITATION, NAUSEA, VOMITING, AND DIARRHEA.
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