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  MIXING AND COVERAGE

Desert Crete Product  Liquid Mix Coverage

PDF Water 1 gal. ~200 sq. ft.

Base Liquid Polymer ~50 at 1/8”  
 1 to 11/4 gal.

Shelf Life:  1 year in unopened container
Packaging:  50 lb. bags
Storage:  Cool dry place between 40-90˚ F

For additional information, please refer to 
Safety Data Sheet (SDS).

For sealer maintenance information, please refer to 
Desert Brand Technical Bulletin TB141: Maintenance and 
Care of Desert Brand Sealers.

esert Brand Pool Deck Finish (PDF) is a cementitious based polymer modi�ed surfacing system 
designed for aged or newly poured concrete pool decks. PDF is designed to create or restore 
pool decks with a durable and attractive �nish.D 
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CLEAN SURFACE:
• Make sure the concrete surface is free of grease, oil, dirt, wax, or 

other foreign matter.

• Scrape, sand or wire brush any previously applied coatings.

PREPARE SURFACE:
• For all large crack repairs greater than ¼” wide or re-sloping 

requirements use Desert Crete Dry Base/Underlayment mixed with 
Desert Crete Liquid Polymer (50 lbs. to 1 ¼ gallons) and trowel in 
place.

• For all small crack repairs less than 1/8” wide use Desert Crete PDF 
mixed with water (50 lbs. to 1 gallon) and hand trowel in place.

APPLICATION:
• Thoroughly mix Desert Crete PDF with water (50 lbs. to 1 gallon).

• Apply mixture by hand with a rice dash brush or use a pneumatic 
hopper gun equipped with  1/8” ori�ce and a medium setting in the 
circular sprat plate.

• Knock down the splattered texture with steel trowel before drying 
(5-10 minutes).

• Allow 1-2 hours for drying before proceeding.

• Apply 2 coats of Desert Brand CMFPS, Desert Brand Master Seal 
WB, or Master Seal Sealer.

• Allow 24 hours dry time between coats.

• Drying and recoat times are dependent on temperature, humidity, 
and �lm thickness.

• Periodically maintain the system by applying a coat of CMFPS, 
Master Seal WB or Master Seal sealer.

RECOMMENDATIONS:
• Lightly dampen the concrete surface with water immediately 

before application of system.

• Keep the surface of the steel trowel damp with water while 
knocking down the splattered texture.

• When temperature is greater than 85°F, knocking down the 
splattered texture is required to be done within 3-5 minutes.

 • For best results apply all materials when temperature is between 
50°F and 85°F.

PRECAUTIONS:
• Do not dilute Desert Crete Liquid Polymer with water.

• Do not allow Desert Crete Liquid Polymer, CMFPS, Master Seal 
WB or Master Seal to freeze.

CLEANING OF EQUIPMENT:
• Equipment and hands may be cleaned with water immediately 

after use.

• Disposal of any unused material must comply with local, state, 
and federal regulations.

The information in this technical bulletin is based on data obtained by our own research 
and is considered accurate. However, no warranty is expressed or implied regarding the 
accuracy of these data, the results to be obtained from the use thereof, or that any such 
use will not infringe any patent. This information is furnished upon the condition that the 
person receiving it shall make his own tests to determine the suitability thereof for his 
particular purpose sales speci�cations, although current at time of publication, are 
subject to change due to process improvements. For latest product speci�cations, 
contact our nearest sales of�ce.




