MAGOX® XL

Magnesium Oxide Powder

PRODUCT DESCRIPTION

Magox® XL is a finely ground chemical grade magnesium oxide produced from beneficiated

Nevada magnesite ores by burning to moderately high reactivity.

PRODUCT SPECIFICATIONS

CHEMICAL ANALYSIS
TYPICAL MAXIMUM MINIMUM
(As-Is Basis)
Lol (1000°C) 3.6 5.4
(Loss-Free Basis)

MgO 91.8 90.0

Insolubles (SiO>) 3.5

CaO 4.2

R203 1.1

Reactivity

TP-52, minutes 6 8 4
PHYSICAL PROPERTIES

TYPICAL MAXIMUM MINIMUM
BULK DENSITY (lbs/ft3):
Loose 40
Tapped 58
SCREEN ANALYSIS, wt%
(U.S.A. Series)
+100 mesh 0.0 1.0

PACKAGING AND STORAGE

Available in bulk, 50 Ib. bags, and bulk sacks. Because magnesium oxide is hygroscopic, it should

be protected from the atmosphere. The material should be used within 12 months.

Chemical and physical properties provided by Premier Chemicals.
Magox® XL is a registered trademark of Premier Chemicals, LL
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The information on this Product Profile is based on data obtained by our own research and is considered accurate. However, no warranty is expressed or implied regarding the
accuracy of this data, the results to be obtained from the use thereof, or that any such use will not infringe any patent. This information is furnished upon the condition the

person receiving it shall make his own tests to determine the suitability thereof for his particular purpose. For latest product specifications, contact our nearest sales office.
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