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KemFoamX™ 8195 

Water based defoamer 

 

KemFoamX 8195 is a general-purpose, oil-free, 

NPE-free, water-based defoamer designed to 

minimize foam in water treatment, chemical 

processing, and other applications.  KemFoamX 

8195 is effective at pH ranges from 4.0- 10.0 and 

at temperatures from 45°F (7°C) to 139°F (60°C).  

KemFoamX 8195 minimizes entrained air as well 

as surface foam.  KemFoamX 8195 is a fluid, 

non-separating product. 

 

 

Applications 

KemFoamX 8195 may be added neat or diluted 

with water.  It should be added at one or more 

points of good agitation, slightly ahead of the 

problem foaming or prior to drainage problem, 

such as into the suction side of a pump.  

Delivery 

KemFoamX 8195 is available in different pack 

sizes.  Please contact your Kemira sales 

representative for more information.  

 

Product Safety 

Prolonged or repeated contact may cause skin 

irritation.  The health hazards of KemFoamX 

8195 should be low under normal industrial and 

commercial uses.  Avoid all sources of ignition 

such as heat, sparks, flame, electricity, impact, 

and friction.  Avoid contact with strong oxidizing 

agents.  Spills may be extremely slippery.  

Absorb spilled product with inert material.  When 

handling KemFoamX 8195 always wear 

appropriate personal protective equipment (PPE). 

For specific handling information, please refer to 

the current Material Safety Data Sheet, which is 

available upon request. 

Regulatory Status  

Food contact statement is available on request. 

Storage 

KemFoamX 8195 should be stored near room 

temperature.  Prolonged exposure to cold 

temperatures of 40°F (7°C) or less may adversely 

affect the product.  Should freezing occur, warm 

slowly to 75°F (24°C) and recirculate or stir to 

restore original effectiveness.  Do not exceed 

temperatures above 100°F (38°C) when thawing 

KemFoamX 8195.  Do not apply live steam or 

store near high temperature equipment 
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Typical Product Properties 

 

Characteristics Opaque, white to off-white liquid 

Specific gravity 0.95 (25°C) 
 

pH 8.0 – 9.5 

Viscosity 250 - 550 cps 

(Brookfield,  

60 RPM, 25°C) 

 

The typical product properties are stated for guidance only and may change overtime. Please refer to the 

product specific Kemira Sales Specification for the actual product specification.  

 

 

 

 

 

 

 

 

 

 

 

Kemira makes this information available as an accommodation to its customers and it is intended to be solely a guide in customer’s evaluation of the 

products. You must test our products, to determine if they are suitable for your intended uses and applications, as well as from the health, safety and 

environmental standpoint. You must also instruct your employees, agents, contractors, customers or any third party which may be exposed to the products 

about all applicable precautions. All information and technical assistance is given without warranty or guarantee and is subject to change without notice. 

You assume full liability and responsibility for compliance with all information and precautions, and with all laws, statutes, ordinances and regulations of any 

governmental authority applicable to the processing, transportation, delivery, unloading, discharge, storage, handling, sale and use of each product. Nothing 

herein shall be construed as a recommendation to use any product in conflict with patents covering any material or its use. Superfloc are trademarks or 

registered trademarks of Kemira Oyj or its subsidiaries. 
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