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H2SO4 

Sulfuric Acid 
Technical Grade 
 

 
 
 
PRODUCT DESCRIPTION 
 

Sulfuric acid is one of the oldest and most widely used industrial chemicals. It is a strong inorganic acid, 
characterized as a heavy, oily, and highly corrosive liquid with a pH of less than 1. The product is completely 
soluble in water and is available in technical grade, typically ranging from colorless to sightly amber in 
appearance. Its chemical properties make is essential across numerous industrial applications. 
 
CHEMICAL PROPERTIES  
 
 H2SO4, wt. 93% H2SO4, wt. 50% 
Sulfuric Acid (wt.%) ………………... 93.0% (66º Be) ………….. 50.0% (42º Be) 
Chemical Form ……………………. H2SO4 ……………......... H2SO4 

Color/Form ……………………….. 
Clear to slight amber colored 
solution ………………… 

Clear to slight amber 
colored solution . 

Specific Gravity @ 60ºF …………….. 1.835 min ………………. 1.390 min 
Density (lbs./gal. @ 60ºF) …………… 15.3 min ………………... 11.6 min 
Iron (Fe), ppm by wt. ……………….. 50.0 max ……………….. 50.0 max 
Mercury, ppm by wt. ……………….. 1.0 max ………………… 1.0 max 
Color, APHA ……………………… 50 max …………………. 50 max 

  
NSF STANDARD 60 
 

 
  

 
 
PACKAGING 
 
Tank Trucks, LTL Mini-Bulk, Totes, Drums and Carboy’s. 
 
 
SAFETY & HANDLING 
 
Protective clothing, such as rubber gloves, safety goggles, acid resistant suit, and rubber safety boots 
should be worn to protect from eye and skin contact. Refer to the Safety Data Sheet (SDS) for more 
information. 
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Maximum Use Level for 93% .………… 50 mg/L 
Maximum Use Level for 50%  ..……….. 92 mg/L 


